Changelog VEFlash
Changes visible to/relevant for the user:
[bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK3]V9005148– Released 19-06-2017
· Improved MK3 support
· Capable of programming xxyy415 firmware
V9005147– Released 13-10-2016
· Bug (resulting in erroneous error message :  'Cannot use production files for programming.')  removed.
V9005146– Released 12-10-2016
· MK3 support
· Support for MultiGrid Multis. (dual processor)
V9005145– Released 09-03-2016
· None. (Only internal ‘under the hood’ changes, uses new MK2 driver library.)
V9005144– Released 24-06-2015
· Title changed to VEFlash
· For 26/27 firmwares, when a wrong file is used, the firmware ID’s of the firmware in the file and the firmware in the device are displayed as extra helpful info. The ID of the firmware in the device is now read from the bootblock instead of from the application firmware number. This way the message will be visible even if application in the device is corrupted.
V9005143– Released 19-06-2015
· When updating to 308 or higher, the S/N of the device must be supplied. This is due to a regulation for the UK grid code.
· This version will not render devices ’uncalibrated’ when trying to program 19/20  firmwares with a wrong file.
· [bookmark: OLE_LINK4][bookmark: OLE_LINK5]For 26/27 firmwares, when a wrong file is used, the firmware numbers of the firmware in the file and the firmware in the device are displayed as extra helpful info.
V9005142– Released 25-02-2015
· Bug removed which was introduced in 9005140. A runtime error occurred when clicking on the info text in the screen.
V9005141– Released 14-01-2015
· None. (Only internal changes to synchronise code with VEConfig tools.)
V9005140– Released 23-12-2014
· Bug removed. (Device could be left non-functioning after trying to program a file which is intended for another device type.)
V9005139– Released 21-02-2014
· VEFlash is integrated with the VEConfig tools.
· [bookmark: _GoBack]VEFlash will now also automatically update.
